[l] CCL Industrial Motor Limited (CIM) Rev.:] P-A | Date: | 1/9/02
ccseccsces MOTOR PERFORMANCE Model #:  |PC-44F-1001
n% Wo A RPM P/N : MPD71119
Customer :
480 240 6000 Motor # : CIM STD
ELECTRICAL SPECIFICATIONS @ 20 degC
RPM
Nominal voltage Vdc 12
100% 400 200 5000 Free load speed RPM 5,600
\ Free load current A 3.4
On load torque Oz-In 64
On load speed RPM 4,300
On load current A 28.7
80% 320 160 4000 On load power Watts 204
\ Wo On load efficiency % | 59%
Stall torque Oz-In 276
Stall current A 1124
n% / Max power output Watts 286
60% 240 120 3000 T AN A Maximum efficiency % 61%
\ Friction torque Oz-In 8.6
L~ Velocity constant RPM/V | 4812
Back EMF constant mV/RPM 2.08
Torque constant Oz-In/A 2.53
40% 160 80 2000 / < - Armature inductance (mH)
\ Armature resistance (mQ)
20% 80 40 1000 / ,/ \\
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MODEL# AP801-001 PART # MPD 71119 ISSUED BY CIM ISSUED TO ATWOOD MOBILE DATE July 07, 1998
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3| @ 0.03x45° NUMBER OF TEETH : 9
% 0.222+0.005 PRESSURE ANGLE : 25°
. DIAMETRAL PITCH : 36
- = PITCH DIAMETER : 0.25
i OUTSIDE DIAMETER : 0.3115/0.309572[ A[ B[0.008"
i ADDENDUM : 0.0332 ( Enlarged, theoretical)
N DEDENDUM : 0.0347
i WHOLE DEPTH : 0.0679
i CLEARANCE : 0.007
i MEASUREMENT OVER WIRES {0.324/0.328 w/wire ¢=0.0533
TYPICAL PERFORMANCE @ 12 VDC PERFORMANCE CURVE MOTOR FEATURES WIRING & ROTATION MARKING
TORQUE | SPEED |CURRENT [ POWER | EFF'CY RPM A (1) ROTATION: REVERSIBLE
0zIN | RPM A Wo % 6.000 120 (2) LEAD WIRE: W1 : AWGH# 14,UL#1015,105°C, RED
FREE LOAD 0 5,500 | 2.3 0 0% 5,000 100 W2 : AWGH 14,UL#1015,105°C, YELLOW RED ATWOOD MOBILE
X
NORMAL LOAD 64 | 4379 | 237 [ 208 | 73% 4,000 N - 80 WIRE LENGTH : 18"+ 0.50" MPD 71119 12V DC
|@ MAX EFFICIENCY 40 [ 4801 | 16 142 | 76% 3,000 ™~ 60 STRIP LENGTH : 0.5" PC-44F-1001
@ MAX POWER 157 [ 2,750 | 55 321 | 49% 2,000 = = 40 (3) ENCLOSURE IGNITION PROTECTED . @ @] E186696 I/P
@ STALL 315 0 107 0 0% 1,000 N 20 (4) FINISHING: BLACK EPOXY PAINT ON HOUSING 200W AOM
0 0 (5) END-PLAY: 0.005"~0.020" DATE
HIPOT : 500VAC, 5mA max FOR 1 SECOND 0 100 200 300 400 (6) PINION HARDNESS HRC 45/55 YELLOW
INSULATION RESISTANCE : >10MQ.
(oz-in)
Customer approval UNSPECIFIED TOLERANCE =& [UNIT | INCH | REV.| E
ATWOOD MOBILE DECIMAL ANGLE  [TITLE MOTOR SPECIFICATIONS
APPROVAL: 2PLACE | 3PLACE MODEL NO. AP801-001
+/-0.03 +/-0.005 +-1°  |DRAWING NO. CAD- AP1-01A
DESIGNED JLIN 7/7/98  |CUSTOMER P/N MPD 71119
DRAWN cyp 7/7/98
CHECKED JLIN 7/7/98 t|] CCL Industrial Motor Limited (CIM)
NO. REVISION DRAWN |CHECKED| DATE |DATE: APPROVAL MAK 7/7/98 FRTETEARAT






